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PRODUCT BULLETEN
GYPSUM PRODUCTS

APPROVALS:

ot RIF 4

Technical Bulletin 5621-A

' .
FIRE-FIGHTER GYPSUMEOARD | BULLETIN NO: B-83 !
TYPE X DATE: 9/29/72
: PAGE: 1of 2
ASTM C 707 :
- CANCELS: B-8B
DATE: 10/16/70

PRODU&ING; PLANTS: Leng Beach, Antioch, Seattle, Jacksonville, and Dalanco

CORE FORMULA (Ibs/MSF) .

OPERATING SPECIFICATIONS: (Refer to Process Bulletin B-G~2 for Geneial Specifications)

Board Stucco
Glass Fiber
Paper Fiber
Vermiculite Ore
Starch

Dextrose

Core Foaming Agent
Lignin

End Trim
Potassium Sulfate
Refurde_r_
Hyciroted Lime

Paper Liners

(5-1 & 5-2)
(B~G-1)
(B-G-1)
(RM-B-28)
(RM-B-11)
(RM-B-3)
(B-G-1)
(B-G-1)
(B-G-1)
(B-G-1)
(RM-P-3)
(RM-P-3)

Gray Paper - Both Sides”

1400 - 1550
3.8- 4.2 .
7- 15
70 - 75
7- 10
0- 3
0.2- 1.4
2.5- 5.0
20 - 35
0- 2.0
0- 0.5
0- 0.5

(Cobb Test - 0.6 gram maximum weight gain for 3 minute immersion
under 150 cc of 120° F. water)

NOTE: Formula shall conform to UL Label Procedure R-3543, Section 3

O*U'l-lhw!\"—‘

Slurry Setting Time - Minutes

Wet Sluriy Weight - pounds per cu. fi,

Wet Compressive Strength - psi

Use Flexograph Yellow (RM-B-21) for printing

Width
Edges

2~ 4.5
72 - 82
235 - 400

24" or 48"

Square
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Wet Weight . {Ibs/MSF)
Dry Weight | (Ibs/MSF)
Average
Evaporation Loss (Ibs/MSF)
Thickness - Average (inch}
Thickness - Individual
Reading (inch)

Edge Hardness at takeoff (lbs.)
End Peel After Sawing (inch)

Flexural Strength, Minimum

. . Across Grain (Ibs.)‘
. Parallet {lbs.}
Deflection at Break, Minimum
Across Grain (inch)
Paraiiel = {inch)
Punch Test (lbs.)
Twist Test, Maximum Split
Face (inch)
Back (inch)

Hammer Loss Test, Decigrams
Individual Test, Maximum

Bond ot High Humidity, Maximum Peel
Face (inch)
Baclk {inch)

Surface Water Absorptien

(. Maximum waight gain

PRODUCT SPECIFICATIONS: (Refer to Product Bulletin B-G-4 for General Specifications)

2800 - 3050

1800 - 1950
1875

950 - 1150
.480 - .505
* .010 from Average
14 Average 18 max. 10 min.
1/8 Maximum

140
50

0.30
0.20

600 - 900

3/4
3/4

15

1/2
1/2

Cobb Test (100 cc water at 75° F - 2 hours)

2 grams

Face Printing shzil read:  KAISER FIRE-FIGHTER GYPSUMBOARD
NOTE: Do NOT use UL Label Bundling Tape.
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